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20" Sanitary Sewer Easement

PLANTING AREA —
WETLAND GRASSES
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18" maple

PROP. ENERGY DISSIPATOR

f
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FASTEN FILTER
FABRIC W/NYLON
TWINE. FASTEN AT
TOP, CENTER, AND
BOTTOM. ALLOW 8"
OVERLAP AT JOINTS.

FLOW
EXISTING

[____

DIG TRENCH AND
EXTEND FABRIC 6"
INTO SOIL. CURL
EDGE UPHILL,
BACKFILL TRENCH
AND COMPACT.

WEBE ROAD

GRAPHIC SCALE
10 0 10

PROPOSED WETLAND PLANTINGS -

— WATERLILY (Nymphaea orodata)
— PICKERAL WEED (Pontedera cordata)
— CINNAMON FERN (Osmunda claytonian)

SEDIMENTATION AND EROSION CONTROL NOTES
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~— SEE PLAN —=—
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1"x1"x48" HARDWOOD
POST AT 10’ 0.C.
TILT UPHILL 10

O — 36" MIRAR #100X
A /_ FILTER FABRIC, OR
Q APPROVED EQUAL

30"

— NOTE: REMOVE TRAPPED
SEDIMENT BEFORE
REMOVING SILT FENCE.

18" WORK SEQUENCE:

1
—L 2) INSTALL POSTS

3) INSTALL FILTER FABRIC
4) BACKFILL TRENCH AND
COMPACT

DIG 6" TRENCH

SILT FENCE

NOT TO SCALE
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1 inch = 10 feet

OUTLET SWALE, 4"-6"
SURGE STONE

OUTLET OF POOL TO BE 3"
LOWER THAN INVERT OF
FLARED END SECTION

SECTION

PLUNGE POOL / ENERGY DISSIPATOR

NOT TO SCALE
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LAND DISTURBANCE SHALL BE KEPT TO A MINIMUM. PERMANENT
STABILIZATION SHALL BE SCHEDULED AS SOON AS FINAL GRADES ARE
ESTABLISHED.

ALL DISTURBED AREAS SHALL BE FINE GRADED AND SEEDED WITH AN
APPROVED SEED MIXTURE. COVER NEWLY SEEDED AREAS WITH MULCH
HAY OR SALT HAY.

ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE
CONSTRUCTED IN ACCORDANCE WITH THE STANDARDS AND
SPECIFICATIONS OF THE 2002 CONNECTICUT 'GUIDELINES FOR SOIL
EROSION AND SEDIMENT CONTROL' HANDBOOK.

ALL CONTROL MEASURES SHALL BE MAINTAINED IN EFFECTIVE
CONDITION THROUGHOUT THE CONSTRUCTION PERIOD. CHECK AFTER
EACH STORM EVENT.

ADDITIONAL CONTRCL MEASURES SHALL BE INSTALLED DURING THE
CONSTRUCTION PERIOD, IF REQUIRED BY TOWN AUTHORITIES.

SEDIMENT DEPOSITS REMOVED FROM FILTER BARRIERS SHALL BE
PLACED IN FILL AREAS OR SPREAD WHERE THERE IS PROPOSED
VEGETATIVE COVER. ANY SEDIMENT DEPOSITS REMAINING AFTER THE
FILTER BARRIER IS REMOVED SHALL BE FINE GRADED AND PLANTED
ACCORDING TO PLAN.

THE OWNER IS ASSIGNED THE RESPONSIBILITY FOR IMPLEMENTING
THIS EROSION AND SEDIMENT CONTROL PLAN. THIS RESPONSIBILITY
INCLUDES THE INSTALLATION AND MAINTENANCE OF CONTROL
MEASURES, INFORMING ALL PARTIES ENGAGED ON THE CONSTRUCTION
SITE OF THE REQUIREMENTS AND OBJECTIVES OF THE PLAN,
NOTIFYING THE PLANNING AND ZONING OFFICE (AND/OR THE
CONSERVATION COMMISSION) OF ANY TRANSFER OF THIS
RESPONSIBILITY AND CONVEYING A COPY OF THE EROSION AND
SEDIMENT CONTROL PLAN IF THE TITLE TO THE LAND IS
TRANSFERRED TO A NEW OWNER.
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HDPE PIPE
SEE PLAN FOR
DIAMETER (TYP.)

——FLARED END
SECTION (IF SHOWN ON PLAN)

PLACE 5 — 2 MAN STONES
AT BOTTOM OF POOL

SLOPE PAVING,
8" DEPTH

FILTER FABRIC
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GRUMMAN ENGINEERING L.L.C.
CONSULTING CIVIL ENGINEERS

20 KNIGHT STREET, NORWALK, CONNECTICUT 06851
PH: (203) 853-3833  FAX: (203) 286-5057
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